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PARAMETER TEST CONDITIONS MIN [ Typ [wax [ NIt
FORWARD VOLTAGE TEMPERATURE = +25° C )
FORWARD CURRENT=120mA 30 1 3234 K
PEAK WAVE LENGTH FORWARD CURRENT=120mA
LUMINANCE (P34l -0 3%/%) | FORWARD CURRENT=120mA 3500 cd/n2
COLOUR COORDINATE X FORWARD CURRENT=120mA 0.26 | - lo.31
COLOUR COORDINATE Y FORWARD CURRENT=120mA 0.26 | - o.31 "
Uniformity (351 5) FORWARD CURRENT=120mA 80 [}
VIEW DIRECTION | SCALE | PAGE | DATE  [costomer wotet no EDITION
A *§%'*55} 1:1 1/1 |1.1.15 B
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REV DATE DESCRIPTION REVISER B
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LED CIRCUIT: B/L CIRCUIT DIAGRAM

PING)
NG
PG
PINGS)
PINGE)

PINGE)

PING)

1£=90mA (Constant current) Vf=3.3V(TYP)

SPT/MCUSBIT/MCU16BIT.

2. DIRECT VIEWING:6.

3.GPIO VOLTAGE:2.873. 3V

BL VOLTAGE:3. 3.

4. The measurement instrument is BM-7 luminance Colorimeter.

The height of measuring is 500 mm. The aperture is 1°

5.A11 radii

without dimension RO.3 .

field.

6. Operating Temp. : —20° C—70° C;Storage Temp.: -30° C—80° C
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